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Part Number For Motorola Radios 

LE4069LIIS 

BATTERY FOR MOTOROLA XPR6100 - 7.4V / 2200 mAh / 16.3 Wh / Li-Ion / IS Also Fits: 
Also Fits: Motorola XPR6300, XPR6350, XPR6380, XPR6500, XPR6550, XPR6580 (U.S. only), 
Vertex Standard VXD720. Smart battery and compatible with IMPRES 1 chargers. Japanese cells. 
Includes belt clip. IP64 rated. Certified by SGS to TIA-4950 / CSA C22.2 No. 157 / UL 913 5th 
Edition standard for intrinsically safe use (Class I, II, III / Division 1 / Groups C-G / -20° C to 40° C, 
T3C) and non-incendive use (Class I, II, III / Division 2 / Groups A-G / -20° C to 40° C, T3C). 

LE4007MHXTIS 
BATTERY FOR MOTOROLA APX6000 - 7.4V / 3400 mAh / 25.2 Wh / LiPo 
Also Fits: APX6000XE, APX7000, APX7000XE, APX8000. PolyMax HPC cells. IP68 rated. Smart 
battery. Compatible with Endura V3 and IMPRES 1 / 2 chargers. 

LE4489LIIS 
(Smart) 

BATTERY FOR MOTOROLA XTS3000 - 7.5V / 3500 mAh / 26.3 Wh / NiMH / IS 
Also Fits: XTS3500, XTS5000, Cosmo. Includes belt clip. IP60 rated. Certified by SGS to TIA-4950 
/ CSA C22.2 No. 157 / UL 913 5th Edition standard for intrinsically safe use (Class I, II, III / Division 
1 / Groups C-G / -20° C to 40° C, T3C) and non-incendive use (Class I / Division 2 / Groups A-D / -
20° C to 40° C, T3C). 

LE4489LIIS-V2 
(Semi-Smart) 

BATTERY FOR MOTOROLA XTS3000 - 7.5V / 3500 mAh / 26.3 Wh / NiMH / IS 
Also Fits: XTS3500, XTS5000, Cosmo. Includes belt clip. IP60 rated. Certified by SGS to TIA-4950 
/ CSA C22.2 No. 157 / UL 913 5th Edition standard for intrinsically safe use (Class I, II, III / Division 
1 / Groups C-G / -20° C to 40° C, T3C) and non-incendive use (Class I / Division 2 / Groups A-D / -
20° C to 40° C, T3C). 

Part Number For Kenwood Radios 

LEKNB40LIIS 

BATTERY FOR KENWOOD NX3200 - 7.4V / 1900 mAh / 14.1 Wh / Li-Ion / IS 
Also Fits: NX220, NX320, NX420, NX3220, NX3300, NX3320, NX3400, NX3420, TK2140, TK2160, 
TK2170, TK2360, TK3140, TK3160, TK3170, TK3173, TK3360. Japanese cells. IP64 rated. 
Certified by SGS to TIA-4950 / CSA C22.2 No. 157 / UL 913 5th Edition standard for intrinsically 
safe use (Class I, II, III / Division 1 / Groups C-G / -20° C to 40° C, T3C) and non-incendive use 
(Class I, II, III / Division 2 / Groups A-G / -20° C to 40° C, T3C). 

LEKNBL2LIIS 

BATTERY FOR KENWOOD NX5000 - 7.4V / 3400 mAh / 25.2 Wh / Li-Ion / IS 
Also Fits: NX5200, NX5300, NX5400, TK5230, TK5330, TK5430, VP5230, VP5330, VP5430, 
VP6230, VP6330, VP6430. Certified by SGS to TIA-4950 / CSA C22.2 No. 157 / UL 913 5th Edition 
standard for intrinsically safe use (Class I, II, III / Division 1 / Groups A-G / -20° C to 60° C, T3B) 
and non-incendive use (Class I, II, III / Division 2 / Groups A-G / -20° C to 60° C, T3B). 
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Part Number For Harris Radios 

LEPA4MLIIS 

BATTERY FOR L3HARRIS XL-200Pi - 7.2V / 5000 mAh / 36.0 Wh / Li-Ion / IS 
Also Fits: XL-185Pi. IP68 rated. Minimum capacity 4700 mAh. Certified by SGS to TIA-4950 / UL 
913 5th Edition standard for intrinsically safe use (Class I, II, III / Division 1 / Groups C-G / -20° C to 
40° C, T3) and non-incendive use (Class I, II, III / Division 2 / Groups A-G / -20° C to 40° C, T3). 
Dimensions (HxWxD): 3.04" x 2.28" x 1.27" (77.3 x 57.9 x 32.3 mm). 

LE1912MHIS 

BATTERY FOR HARRIS P7100 / XG-100P - 7.5 V / 2500 mAh / 18.8 Wh / NiMH / IS 
Also Fits: Jaguar 700P, 700Pi, 710P, P5100, P5130, P5150, P5200, P7130, P7150, P7170, P7230, 
P7250, P7270, P7230, P7250, P7270, SPD2000. Japanese cells. IP60 rated. Certified by SGS to 
TIA-4950 / CSA C22.2 No. 157 / UL 913 5th Edition standard for intrinsically safe use (Class I, II, III 
/ Division 1 / Groups C-G / -20° C to 40° C, T3C) and non-incendive use (Class I / Division 2 / 
Groups A-D / -20° C to 40° C, T3C). 

LE234066LIIS 

BATTERY FOR L3HARRIS XL-200Pi - 7.2V / 5000 mAh / 36.0 Wh / Li-Ion / IS 
Also Fits: XL-185Pi. Minimum capacity 4700 mAh. IP68 rated. Intrinsically safe certified 
(TIA-4950 / UL 913 5th Edition) for Class I, II, III / Division 1 Groups C-G and Division 2 
Groups A-G (-20°C to 40°C, T3). Dimensions (HxWxD): 3.04" x 2.28" x 1.27" (77.3 x 57.9 
x 32.3 mm). 

Part Number For Icom Radios 

LE232LIIS 

BATTERY FOR ICOM IC-F3161 - 7.4V / 2500 mAh / 18.5 Wh / Li-Ion / IS 
Also Fits: IC-F3161 (DT/T/DS/S), IC-F4161 (DT/D/DS/S). Japanese cells. IP68 rated. Certified by 
SGS to TIA-4950 / CSA C22.2 No. 157 / UL 913 5th Edition standard for intrinsically safe use 
(Class I, II, III / Division 1 / Groups C-G / -20° C to 40° C, T3) and non-incendive use (Class I, II, III 
/ Division 2 / Groups A-G / -20° C to 40° C, T3).  
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