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LMR BATTERY SPECIFICATIONS 
 

PART NUMBER 

BP5635LI 

 
 
COMPATIBLE RADIOS 

Kenwood NX-220, NX-320, NX-420, TK-2140, TK-2160, TK-2170, 
TK-2360, TK-3140, TK-3160, TK-3170, TK-3173, TK-3360 

 
REPLACES OEM BATTERY KNB-35L, KNB-57L 

 
COMPATIBLE CHARGERS 

Endura EC1-KW3, EC1M-KW3, EC6M-KW3, TWC1-KW3, 
TWC1M-KW3, TWC2M-KW3-D, TWC6M-KW3-D, TWC12M-KW3-
D / Logic LEVCA-KW3 

 
VOLTAGE 7.2V 
 
CAPACITY 1900 mAh 
 
CHEMISTRY Li-Ion 
 
CELL TYPE Panasonic or equivalent 
 
OPERATING TEMPERATURE -20° C to +60° C (discharge) / 0° C to +40° C (charge) 
 
CHARGE CYCLES 300 
 
CHARGE TYPE Rapid 
 
CONDITIONER COMPATIBLE Yes 
 
THERMAL PROTECTION Yes 
 
HOUSING MATERIAL ABS 
 
HOUSING SEAL Ultrasonic weld 
 
METAL WELDING Pure nickel tabs w/ spot welder 
 
CLIP N/A 
 
WARRANTY 12 months 
 
PRODUCT PHOTO 
 
 
 
 
 
 
 
 
 
 

 

                            
 

 

Housing Thickness: 
0.65” x 16.4 mm 


